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To Ehe Purchaser: This MSDS contains important environmental, health and
toxicology information for your employees who have ordered this product. Please

be sure this information is given to them. |f you resell this praduct, a copy
<! of this MS5DS should be given to the buyer. : '

MANUFACTURER'S NAME ) NP . EMEAGENCY P
Ferro Corporation, Composites Division (%IG)E'NGJI—
ADDRESS (numbar, strest, ¢ity, stats, & 2ip code]

3512 Helms Avenue, Culver City, CA 90230

BONE NO
80 EXT 235

SECTION 1

CREMICAT NAME & SYRONYMS

: TRADE NAME & SYNONYMS
Phenol-Formaldehyde Prepreqg/Graphite

CPH~2207/Graphite -

CHEMICAL FAMILY CAS NUMRER FORMULA ; . ; : : .
Phenolic Resin 9003-35-4 ' (CgHgO + CH20) X :
_ ' - SECTION 1 | _ A '
OSHA POTENTIAL HAZARDOUS SUBSTANCE LDy, LC
IDENTIFIED WITH AN: (HAZ) BEFORENBE' : 5 . 50
COMPOSITION ' % SPEC. ORAL DERMAL CONC. HOURS
(HAZ) Phenol-Formaldehyde Resin 30-50 See Section V
Polymer
(HAZ) Graphite Fiber : “I50-70 Not Determined.

ADDITIONAL INFORMATION

SECTION 11l PHYSICAL DATA

BOILING NT (° co . = '
Resi’n w:’.?i c{u":é) before boiling N/A SPECIFIC GRAVITY (H20-1) ~ 1.9
VAPOR PRESSURE mm Hg.l Ly 250C <1 gsn&gEJM\éo&A,ﬂLE 10 min/325°F - 3-9
VAPOR DENSITY (AIR=1) 31 'i‘{\f”]?&{\g'o” RAT,E < 1

. !
SOLUBILITY IN WATER Negligiblef ‘

APPEARANCE & ODOR amher to black color, at ambient temp. a light formaldehyde odor.

SECTION IV FIRE & EXPLOSION HAZARD DATA

FLASH POINT (ethod 88t%haterial 0.C. > -3500F FLAMMABLE LiMiTs | el y/p | Ueiy/n

EXTINGUISHING MEDIA CO5, dry chemical foam, water fog
SPECIAL FIRE FIGHTING PROCEDURES

Combustion will give off toxic products, use self-contained breathing apparatus.

UNUSUAL FIRE & EXPLOSION HAZARDS  ajirbhorne dusts produced from grinding or cutting of the

cured regreg resin may ignite if exposed to an ignition sourée. Graphite fibers will
electr

conduct e icity, which, if allowed to get into electrical equipment, can cause
malfunctions and fires. .

ADAPTED FROM FORM OSHA-20 ' ‘N/A = NOT APPLICABLE
IMPORTANT: SEE REVERSE SIDE FOR DISCLAIMER
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» SECTION V HEALTH HAZARD DATA
ENHALATION Egﬁ%&lm Organic vapor; TecOommend ACGIN TLVI Z Ppm (3 my/mey——
ased on fo = ; s

ance dust OSHA Standard PEL: 10 mg/m3
EFFECTS OF OVEREXPOSURE Dust and vapor are mild pulmonary and eye irritants. Long
term breathing of the dusts can damage the lungs. Some workers may become sensitized
from either breathing vapors from, or skin contact with the uncured resin. Vapors
may cause asthamatic condition in sensitive workers, where there is poor ventilation!

Contact dermatitis could result from repeated handling with unprotected skin.
Ingestion, the material is considered to be of minimal toxicity.

EMERGENCY AND FIRST AID PROCEDURES Resplratory irritations and headaches-person should
be moved to fresh air and referred to a physician. Eye contact - must be flushed
immediately with large quantities of water, medical attention should be obtained
without delay. Ingestion, dilute with milk or water, induce vomiting, call a
physician. Skin irritation - remove person from the causative source, thoroughly
wash with soap and water after contact. If irritation persists for several days, ] -
seek medical treatment from a physician competent in industrial health.

SECTION VI REACTIVITY DATA

STABILITY UNSTABLE CONDITIONS TO AVOID
STABLE X .
' =
INCOMPATIBILITY (Materials to avoid) ggiongeo;?ﬁgfggrggégésStrong actds ob atkalle,

Phenol, methy!l phenols, carbon monoxide, carbon
HAZARDO POSIT P T : E r ’
US DECOMPOSITION PRODUCTS ] id, , 1dehvd ‘

HAZARDOUS MAY OCCUR CONDITIONS TO AVOID
POLYMERIZATION

WILL NOT OCCUR X

: SECTION VII SPILL OR LEAK PROCEDURES
STEPS TO BE TAKEN IN CASE MATERIAL IS RELEASED OR SPILLED

Normal procedures for solid trash.

WASTE DISPOSAL METHOD  yse a state or local agency approved land fill or incinerator.
The cured material is not readily biodegradable and contains no significant
percentage of material extractable in water so its effect on ground water in case
of land fill disposal should be negligible.

SECTION VIil SPECIAL PROTECTION INFORMATION

RESPIRAT _ ABovVe thne TLV: NIUSH )
- oRv PRQTECT'ON (wecHy type) vapor and pneumoconiosis producing dusts.

LOCAL EXHAUST SPECIAL
- VENTILATION for grinding and sawing :

MECHANICAL {(general) .
for lavy up and curing rooms

PROTECTIVE GLOVES 1mpervious rubber gloves EYE PROTECTION GOggles for protection
o YOie¥1n or neoprgne type : : Erom us Nin machining operation

OTHER PROTECTIVE EQUIPMENT ) ) .
Long sleeve shirts and pants, recommnend apron be worn for lay—-up operations, wear

clean clothes daily, resin contaminated clothes could promote dermatitis.

SECTION IX SPECIAL PRECAUTIONS
PRECAUTIONS TO BE TAKEN IN HANDLING & STORING Store the uncured prepreg at 40°F or less.
Keep the uncured material away from sources of ignition. Wash hands before eating
or smoking - DO NOT store food in work area. ’ :

Judgements as to the suitability of information herein JOP thE pUrchaser™s
purposes are necessarily the purchaser's responsibility. Reasonable care has been
taken in the preparation of this information, but FERRO EXTENDS NO WARRANTIES,
MAKES NO REPRESENTATIONS AND ASSUMES NO RESPONSIBILITY AS TO ACCURACY OR SUITA-
BILITY OF THIS INFORMATION FOR ANY PURCHASER'S USE OR FOR ANY CONSEQUENCE OF ITS
USE. ' ,
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